
QM101 • QM102
MODEL #

Single & Dual QAM Modulator
ENCODER/MODULATOR

•    KEY FEATURES                             •

HDMI™ Single & Dual Input QAM Encoders/Modulators

     • Front panel LCD display for easy installation
     • High resolution 1080i/1080p
     • Standard, IRD, HRC 
     • Composite, Component, and HDMI TM

        (unencrypted) inputs
     • MPEG2 or MPEG4 (AVC) video output
     • QAM256/QAM64 selectable
     • Closed Captioning support
     • 40dBmV output
     • Adjustable attenuation
     • Rack mountable 1RU height
     • Convert High de�nition video & audio signals to a 
        QAM RF output
     • Multi-video distribution
     • Remote setup functions
     • Remote monitoring and status
     • Manual or Automatic Video input selection
     • Very quiet while operating
     • Easily replaces older analogue modulators
     • Manufactured under license of Dolby Laboratories
     • Supports Dolby Digital Encoding
     • ASI (optional)

•     SPECIFICATIONS 			                                                                                      •

QM102

QM101

 

HDMI input (Video+Audio) or DVI (Video only)
Y, Pb, Pr Component input (Video)

Composite input (Video)
L/R Channel Audio input (Audio)

Coaxial SPDIF input (Digital Audio, LPCM)
Dolby Digital Encoding

Optical SPDIF input (Digital Audio, LPCM)
75�: input impedance

0.7 – 1.4V(peak-to-peak)
480i/480p/576i/576p/720P50/720P60

1080i50/1080i60
1080p50/1080p60–(AVC Encoding only)

Stereo/Digital
0.4 – 0.8V (peak-to-peak)

HDMI™ 1.3c

54–864MHz (Ch# 2-135) range
40 dBmV • 75 ohm • 6MHz bandwidth

1-10 dB ± 0.2dB Accuracy (11-20 reference)
MER – 38 dB min.

1080i/720p/576i/576p/480p/480i
1080p @ MPEG-AVC

AVC MP@ Level4/MPEG2 MP@HL
MPEG1 Layer II • AAC • Dolby Digital

64 QAM/256 QAM

AC Power 100 – 240V

1300 mA

English

482.7mm x 240mm x 44.4mm
(19” x 9.45” x 1.75”) 1RU

Input Connectors:

Video Support:

Audio Support:

Output Levels:

Modulation Support:

Power Supply:

Consumption:

Languages:

Dimensions:

QM102QM101

HDMI input (Video+Audio) x2 or DVI (Video only)
Y, Pb, Pr Component input (Video) x2

Composite input (Video) x2
L/R Channel Audio input (Audio) x2

Coaxial SPDIF input x2 (Digital Audio, LPCM)
Dolby Digital Encoding

Optical SPDIF input x2 (Digital Audio, LPCM)
75�: input impedance

0.7 – 1.4V(peak-to-peak)
480i/480p/576i/576p/720P50/720P60

1080i50/1080i60
1080p50/1080p60–(AVC Encoding only)

Stereo/Digital
0.4 – 0.8V (peak-to-peak)

HDMI™ 1.3c

54–864MHz (Ch# 2-135) range
40 dBmV • 75 ohm • 6MHz bandwidth

1-10 dB ± 0.2dB Accuracy (11-20 reference)
MER – 38 dB min.

1080i/720p/576i/576p/480p/480i
1080p @ MPEG-AVC

AVC MP@ Level4/MPEG2 MP@HL
MPEG1 Layer II • AAC • Dolby Digital

256 QAM

AC Power 100 – 240V

1700 mA

English

482.7mm x 240mm x 44.4mm
(19” x 9.45” x 1.75”) 1RU


